Technical Specifications
Technische Spezifikationen / Especificaciones Técnicas

RACIEIOL)

Roll Width

Breite / Ancho L e OUTDOOR INDOOR CONTRACT MARINE  AUTOMOTIVE  HEALTHCARE
Roll Length {average)

Durchschnittliche Rolleniinge 30/35m Applicutions & Features

Longitud del Rollo (promedio)

Surface Composition . 00% PVC =
Dbergewebe / Composicién Topo : L : Durability Performance Abrosion Test: » 800,000 cycles (Heavy Use)
RasaEosed i E Holtborkeitsleistung Abnutzungstest: = B00.000 zykien {Intensivnutzung)

Anwendungsbereiche & Eigenschaften / Aplicaciones y Caracteristicas

L : Rendimiento Durabilidad Prueba de Abrosion: = 800.001
Untergewebe / Composicion Base 100% Polyester e 0 ciclos (Uso Intenso)
wf'ﬁ':?f[;pm 1050 g/In¥is/-5%) h‘,- | UV ond FADE Resistance (QUV 1000h)
_m_ﬂ ______________________________________________________ lip UV LICHT und AUSBLEICH-Bestindigkeit / Resistencia UV y Desgaste
Thi
= Lll-'lffl:‘zs:;‘}r_-sm 1,00 mm (+/-5%)
| it e T R T S B, B SRR T e ST e Wt (e S T e e e Resistance to Hydrolysis (10 years) . Impermeability
; Hydralysebestandig (10 johre) Undurchl@ssigkeit
Tensile Strength Warp Weft Pacictancin o lo Hidcdlicie (10 ofc P, sl oo
Zugfestigkeit / Resistencjo a la Traccion Kette / Urdimbre Schuss / Trama Resistencio a la Hidrolisis (10 anos) "_"" Impermeabilidod
EN1S0 1421 448 N | 95% 334 M| 157.1% ¥
------------------------------------------ At e Resistance to Cold Cracking (-23°C) =\ Chemical Solvents-Free
Tear Growth Resistance Warp Weft Besttindigkeit gegen Kaltrisse & Chemische L&sungsmittelfrei
WeiterreiBlestigkeit / Resistencio al Desgarro Kette / Urdimbre Schuss / Troma Resistencia a Rotura por Congelacion Libre de Solventes Quimicos
EN IS0 4674-1 675N 73.2N
Seam Slippoge Resistance Warp Weft Anti-Bacterial / Antibokteriel / Antibacteriano REI\:-I\ EEJ‘SP?FISH‘IFEI‘NEIDHH‘IEI‘II
Mahtschiebefestigkeit / Resistencia de los Losturas Kette / Urdimbre Schuss / Trama Anti-Mildew / Schimmelresistent / Antimoho conumr | R{~HF:[~?[I|€~[I1PE1 I,"il‘(!]”k:‘lj. snte
EM ISD 13936-2 1.5 mm 1.5 mm espeto el Meo Ambiente

Abrasion Test 3
Scheuerbesttindigkeit / Resistencio o la Abrasion = 800.000
EMISD 5470-2

Permanent Creasing Behavior (Bally Test)
Dauerbiegefestigkeit / Resistencia a la Flexién PASS
DIN EN 1SO 32100/DIN 53359 - 200.000 cycles

Fire Proof Norms / Brandschutznormen / Normas de Fuego

BS 5852 Part | - Cigarette & Match Tests - PASS

EM 1021-1/ 2 - Cigarette & Match Tests - PASS

CA Tech. Bull. 117 - Cigarette Test - PASS / FMVSS 302 - PASS

N T A R T RS TR ol L i R R Sl ) R Clean and Care recommendations

Colour Fustness to Rubbing Dry Wet Reinigungs- und Pflegehinweise / Recomendaciones de uso y limpieza
Reibechtheit / Solidez del Color al Frote Trocken / Seco Nass / Mojado

EN IS0 105-X12 5 5 \ i q t ; % ; @, ~><— @ E

Colour Fastness to Artificial Light L o4 H

Lichtechtheit / Solidez del Color @ la Luz Artificial »7 WASH BLEACH DRY DRY DRYCLEAN ROM

ENISO 105-B02 | Exposure Level 7

= Frequent wash may offect the performance of the article.
« Tos remaove dust uSe 0 VOCuum cleaner,

Fulour Fostness to Sea Water « Any stain, spills or seding should be cleaned up promptly with o neutral seop solution using a cloth in smooth circulor MoVemEnts.
Farbecht I‘||'-|:_ geqen Meerwassear 5 « W do not oocept responsibility for any damoge resulting from inoppropriate use. chemicol cleaning or odditional impregnation.
Solidez del Color al Agua de Mar S e st ches i b

ENISOD 105-E02

Colour Fastness to Chlorine Water
Farbechtheit gegeniiber Chlorwasser

5 .

Solidez del Color al Agua con Cloro of

EN ISO 105-E03 : .

Colour Fastness to’ Artificiol Weathering o5 ot s i s £ 3mSR Mmoo Tt e A B [y B e e fin, s i o e NI T Rt S T U AR R RSO R I R

Farbechtheit gegen kiinstliche Bewetterung >5 + The anahyticol results are refermed only to the somple tested.

Solidez del Color ada ||][pn1|;}e,r|;_> Artificiol » Discolouration ond colour deviations tolerated by permissible industriol standards which do not constitute reasons for claims.

EN IS0 105-B04 » Colour mgratian may occur.
........................................................ S « We reserve the right to modify. ot any moment and without notice any product specifications.

Resistance to Urine (Urea Solution) - 0 te b

Resistenz gegen Urin (Hornstoffldsung) PASS ok il by

Resistencio a la Orina (Solucion de Ureo) ' behcer

Resistonce to Hospital-Grade Disinfectant Cleaner “Loo

Bestindigkeit gegen Desinfektionsmittel fGr Kronkenhauser PASS B

Resistencio ol Desinfectante de Limpieza de Hospitol

Anti-Static / Antistatisch / Anti Estdtico i PASS

Lederlager AL de info@lederlager2d.de

+49 (019621 8979837




